
Single-phase compensation chokes

Compensation chokes designed to work in 
single-phase, converting power supply 
circuits in industrial applications. They limit 
commutation interactions, current build-up 
and higher harmonics in electrical network. 
They are made of magnetic cores with air 
gap, copper windings wound on a uniform 
insulating body, mounting bases and 
current terminals. Core welding and 
impregnation ensure high mechanical 
strength and climatic protection. 

rotection 
grade IP00, thermal class of insulation 

 or F (155°C). Manufactured in 
compliance with EN61558-2-20.

Maximum 
ambient temperature 40°C, p

B (130°C)

D1K

4 - 150A
7,32 - 0,195mH

Rated current:
Inductance:

to 750V 50/60Hz
3000V 50Hz

Working voltage: 
Insulation test voltage: 
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Current

[A]
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Weight
[kg]
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1,09D1K 0,250/230V
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842

674

3,6 x 6

4,5 x 8

4,5 x 8

3,6 x 6

Mounting
Dimensions [mm]
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D1K 0,400/230V
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421

337

561

210

168

112

5,8 x 9
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5,8 x 12

5,8 x 12
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7,8

13,04
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17,40D1K 4,0 /230V 42 10 x 18

10 x 18
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Due to the constant development of the construction 
and changes in technical requirements, Breve Tufvassons 

reserves the right to change the above parameters.
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